BiOMop Hose End Sprayer

Many restaurants have discontinued floor mopping and hose their floors instead. BioMop can be effectively applied via
hosing using the BioMop Hose End Sprayer. Benefits of applying BioMop this way include general floor cleaning plus
removal of organic material (grease, fats and oils) from floors, hard-to-access corners, cracks and crevices, and from
drain lines and drain areas. BioMop also improves drain flow rates, reduces drain odors, and removes small-fly breeding
and harborage sites. (See BioMop label for more information.)

ASSEMBLY
1. Unscrew sprayer lid assembly from container.
2. The brown “start up” metering tip (38:1 dilution) has been pre-installed on your sprayer. USE THE BROWN TIP FOR
THE FIRST 4 WEEKS OF APPLICATION ONLY; THEN INSTALL THE PINK TIP (128:1) INCLUDED WITH YOUR
SPRAYER. The pink tip provides the proper dilution of BioMop at 40 PSI water pressure (standard in most
communities) and dispenses approximately 2 oz. of BioMop for each minute of application. Press the pink tip firmly
into the hose barb on the bottom of the lid assembly. Install the suction tube on the hose barb. (Note: If your water
pressure is lower or higher than 40 PSI, the metering tips mentioned above may not dispense the proper amount of
BioMop and must be changed. Please call Customer Support for assistance at(888)371-3353.)
3. Fill the container with BioMop. Screw sprayer lid assembly securely onto container.

CAUTION: 1) Sprayer lid assembly must be securely fastened to container to prevent accidental
spilling of BioMop during use of sprayer. 2) Foot strainer must be securely attached to suction
tube to prevent clogging of metering ftip.

4. Insert sprayer lid assembly into female quick connect on spray gun.
5. Connect a garden hose with 3/4” male garden hose thread to the base of the spray gun handle. Turn on the water
supply to the hose. (Minimum 25 PS| water pressure is required to operate the sprayer.)
6. Grasp the spray gun handle in one hand and the sprayer container in the other. Squeeze the spray gun handle to begin
spraying. Continuous operation can be achieved by using the handle lock provided on the spray gun. To disconnect the
sprayer assembly, grasp the quick connect on the spray gun in one hand and the sprayer assembly in the other. Pull in
opposite directions. (The outside collar around the quick connect will slide toward the spray gun, disengaging the sprayer
barrel.)

BIOMOP APPLICATION
Floor Cleaning Pre-Rinse Remove the BioMop sprayer assembly using the quick connect. Hose floor areas in the usual
manner with wateronly.
BioMop Application Attach the BioMop sprayer assembly using the quick connect. Using the spray gun nozzle at full
pressure, thoroughly rinse all floor areas. Insure that difficult areas have been rinsed including under equipment, in
cracks and crevices, and around all drain areas. If necessary, squeegee excess water into floor drains. Do not rinse or
apply disinfectants to floor area after BioMop application.

FOR BEST RESULTS, HOSE WITH BIOMOP FOR APPROXIMATELY 2 MINUTES
TO TREAT 750 SQ. FEET OF FLOOR AREA.

SAFETY PRECAUTIONS
WEAR protective clothing and eyewear when dispensing chemicals or other materials.
ALWAYS observe safety and handling instructions of the chemical manufacturers.
ALWAYS direct discharge away from you or other persons or into approved containers.
ALWAYS dispense cleaners and chemicals in accordance with manufacturer's instructions. Exercise

CAUTION when maintaining your equipment.

CLEAN equipment after each use in accordance with instruction sheet.

WEAR protective clothing and eyewear when working in the vicinity of all chemicals, filling or emptying
equipment or changing metering tips.

| ALWAYS | re-assemble equipment according to instruction procedures. Be sure all components are firmly
screwed or latched into position.

| ATTACH | only to tap water outlets (85 PSI maximum).




Package Contents:

1.

Injection molded assembly:

foaming barrel, handle, and eductor.
2. Concentrate container -- 96 0z.

Troubleshooting:

o0k W

Suction tube/strainer.

Spray gun with quick disconnect assembly.
Metering tip kit.

Instruction sheet.

Problem
1. Unit does not draw
concentrate

Cause

a.
b.

c.
d.

Clogged suction tube
strainer

Metering tip orifice
obstructed

Water pressure too low
Mineral deposits

in barrel of sprayer

. Clogged water inlet strainer

(low water flow)

Remedy

a.

b.

Clean or replace

Rinse tip or replace: Do not attempt to clean:
may alter size of orifice

¢. Minimum 25 PSI required
d.

Back flush unit. Remove container, suction
tube and metering tip. Put finger over barrel
opening. Apply minimal water pressure through
garden hose at nozzle of barrel to be flushed.
Descale foamer by soaking in weak

descaling solution.

Clean or replace strainer

2. Weak spraying action

a.
b.

Clogged water inlet strainer
Water pressure too low

a.
b.

Clean or replace strainer
Minimum 25 PSI required

If above steps fail to produce good concentrate draw, replace lid assembly. See component chart below.

BioMop Hose End Sprayer Parts List
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KEY PART NO. DESCRIPTION
1 10083713 Spray gun & quick disconnect
2 10061501 Sprayer lid assembly
3 688201 Concentrate container - 96 oz.
4 690014 Metering tip kit
5 500808 Suction tube, 8"
6 609600 Foot strainer
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